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Broken visor tracks will make it difficult to operate your visor.
Replace as soon as possible.

Cracked or broken visor housings make it difficult to operate your visor.
Replace as soon as possible.
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Ear seals (soft plastic) that are ripped or are no longer pliable will cause you discomfort and
increase noise. Replace as soon as possible.

Proper fitting cannot be achieved with broken, frayed or missing tension straps.
Tension straps with no elasticity also need to be replaced as soon as possible.
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Loose beading can be glued down using contact cement - repair as soon as possible.
Missing or torn beading exposes the outer edge of helmet to damage - replace ASAP.

Without the visor retaining screw the knob can back off and make securing the visor
impossible. Have it replaced as soon as possible.
NOTE: The retaining screw has a left hand thread. A full visor lock assembly must be
ordered to replace a missing retaining screw.
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Heavily soiled retention assemblies become stiff and non-pliable.
Replace as soon as possible.

Minor scuffs and scratches will happen with normal use.
Look for cracks and gouges and loose hardware before each mission. If you are not sure
have it checked.
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Ear cup chaffing pads should be intact and pliable.
If they deteriorate — replace as soon as possible.

Frayed casings for microphone cords can allow the cord to become damaged.
Replace as soon as possible.
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Check for loose or missing microphone screws.

If your ear phone is loose or the foam ear cup pads are deteriorated have them checked as
soon as possible
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Minor indentations or scratches to the Styrofoam liner are OK.
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Parts to fix your helmet in the NWCG National Fire Equipment System Catalog.

Visor, neutral (NFES — 3040)

Visor, Housing (NFES - 3042) Track, visor, left, black (NFES — 3050)
Track, visor, right, black (NFES — 3051)

Spacer, tapered, black (NFES — 3046) Spacer, visor (NFES - 3052)
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Parts to fix your helmet in the NWCG National Fire Equipment System Catalog.

Visor, lock assembly, black (NFES — 3041) Ear seals (NFES — 3056)

Cushion, ear cup insert Part-A Cushion, ear cup insert Part-B
(NFES - 3057) (NFES - 3058)

Earphone 600 Ohm (NFES - 3069) Microphone element (NFES — 3025)
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Parts to fix your helmet in the NWCG National Fire Equipment System Catalog.

Strap, ear cup tension (NFES — 3053) Boom support, low profile
with mounting hardware (NFES — 3071)

Cord assembly, parallel, single male  Layer assembly, SPH-5C regular (NFES — 3066)
(NFES - 3073) Layer assembly, SPH-5C XL (NFES - 3067)
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Parts to fix your helmet in the NWCG National Fire Equipment System Catalog.

Strap, chin, black (NFES - 3060) Kit, retrofit, SPH-5C wide yoke retention
Chinstrap, pad, black (NFES — 3059) (NFES - 3019)

Kit, TPL conversion, Regular (NFES — 3016) Ear cup set, light weight SPH-5C
Kit, TPL conversion, XL (NFES - 3017) (NFES - 3055)
Kit, TPL conversion, Small (NFES-3018)

Visor, screw attachment kit (NFES —3043)  The tools needed to maintain your flight
helmet can be found at a hardware store.
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How NOT to treat your flight helmet !!!

Most cracks in the helmet’s shell are found on the ear cups, don’t sit on your flight helmet.
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How NOT to treat your flight helmet !!!

Keep your helmet clean, cool, and dry when not in use.
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Who ya gonna call?

BLM Ramp Services, Boise, Idaho

National Interagency Fire Center
Attn: BLM Ramp Services
3833 S. Development Ave.

Boise, ID 83705

(208) 387-5529
(208) 387-5785 fax

helmets@nifc.blm.gov
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